NOTES
1. WEATHER RESISTIVE BARRIER, SHEATHING AND WALL SUBSTRATE PER PROJECT SPECS & LOCAL BUILDING CODE
2. CORROSION RESISTANT METAL LATH (2.5 OR 3.4 LB/FT2) SHALL COMPLY WITH ASTM C847
3. CORROSION RESISTANT SCREWS & WASHERS COMPLYING WITH ASTM C1063 OR COATED ROOFING NAILS
4. SCRATCH COAT MORTAR SHALL BE TYPE N OR S COMPLYING WITH ASTM C270
5. SETTING BED AND POINTING MORTARS SHALL BE TYPE N OR S COMPLYING WITH ASTM C270. FOR FREEZE THAW REGIONS WE RECOMMEND AMERIMIX POLYMER MODIFIED STONE VENEER MORTAR
6. PLEASE REFER TO ARTISAN LIGHTWEIGHT VENEER INSTALL GUIDE FOR FURTHER INFORMATION
7. HILLCREST THIN VENEER DESIGNED TO HAVE A DRY STACKED PATTERN
1. WEATHER RESISTIVE BARRIER, SHEATHING AND WALL SUBSTRATE PER PROJECT SPECS & LOCAL BUILDING CODE
2. CORROSION RESISTANT METAL LATH (2.5 OR 3.4 LB/FT²) SHALL COMPLY WITH ASTM C847
3. CORROSION RESISTANT SCREWS & WASHERS COMPLYING WITH ASTM C1063 OR COATED ROOFING NAILS
4. SCRATCH COAT MORTAR SHALL BE TYPE N OR S COMPLYING WITH ASTM C270
5. SETTING BED AND POINTING MORTARS SHALL BE TYPE N OR S COMPLYING WITH ASTM C270. FOR FREEZE THAW REGIONS WE RECOMMEND AMERIMIX POLYMER MODIFIED STONE VENEER MORTAR
6. PLEASE REFER TO ARTISAN LIGHTWEIGHT VENEER INSTALL GUIDE FOR FURTHER INFORMATION
7. HILLCREST THIN VENEER DESIGNED TO HAVE A DRY STACKED PATTERN
NOTES
1. WEATHER RESISTIVE BARRIER, SHEATHING AND WALL SUBSTRATE PER PROJECT SPECS & LOCAL BUILDING CODE
2. CORROSION RESISTANT METAL LATH (2.5 OR 3.4 LB/FT²) SHALL COMPLY WITH ASTM C847
3. CORROSION RESISTANT SCREWS & WASHERS COMPLYING WITH ASTM C1063 OR COATED ROOFING NAILS
4. SCRATCH COAT MORTAR SHALL BE TYPE N OR S COMPLYING WITH ASTM C270
5. SETTING BED AND POINTING MORTARS SHALL BE TYPE N OR S COMPLYING WITH ASTM C270. FOR FREEZE THAW REGIONS WE RECOMMEND AMERIMIX POLYMER MODIFIED STONE VENEER MORTAR
6. PLEASE REFER TO ARTISAN LIGHTWEIGHT VENEER INSTALL GUIDE FOR FURTHER INFORMATION
7. HILLCREST THIN VENEER DESIGNED TO HAVE A DRY STACKED PATTERN
NOTES
1. WEATHER RESISTIVE BARRIER, SHEATHING AND WALL SUBSTRATE PER PROJECT SPECS & LOCAL BUILDING CODE
2. CORROSION RESISTANT METAL LATH (2.5 OR 3.4 LB/FT2) SHALL COMPLY WITH ASTM C847
3. CORROSION RESISTANT SCREWS & WASHERS COMPLYING WITH ASTM C1063 OR COATED ROOFING NAILS
4. SCRATCH COAT MORTAR SHALL BE TYPE N OR S COMPLYING WITH ASTM C270
5. SETTING BED AND POINTING MORTARS SHALL BE TYPE N OR S COMPLYING WITH ASTM C270. FOR FREEZE THAW REGIONS WE RECOMMEND AMERIMIX POLYMER MODIFIED STONE VENEER MORTAR
6. PLEASE REFER TO ARTISAN LIGHTWEIGHT VENEER INSTALL GUIDE FOR FURTHER INFORMATION
7. HILLCREST THIN VENEER DESIGNED TO HAVE A DRY STACKED PATTERN

WRB (2 LAYERS) PER PROJECT SPECS

BACKER ROD & SEALANT PER PROJECT SPECS AND WINDOW / DOOR MANUFACTURER

SCRATCH COAT

MORTAR SETTING BED, APPLIED TO BACK OF STONE

METAL LATH PROJECT SPECS

HILLCREST THIN VENEER
NOTES
1. WEATHER RESISTIVE BARRIER, SHEATHING AND WALL SUBSTRATE PER PROJECT SPECS & LOCAL BUILDING CODE
2. CORROSION RESISTANT METAL LATH (2.5 OR 3.4 LB/FT²) SHALL COMPLY WITH ASTM C847
3. CORROSION RESISTANT SCREWS & WASHERS COMPLYING WITH ASTM C1063 OR COATED ROOFING NAILS
4. SCRATCH COAT MORTAR SHALL BE TYPE N OR S COMPLYING WITH ASTM C270
5. SETTING BED AND POINTING MORTARS SHALL BE TYPE N OR S COMPLYING WITH ASTM C270. FOR FREEZE THAW REGIONS WE RECOMMEND AMERIMIX POLYMER MODIFIED STONE VENEER MORTAR
6. PLEASE REFER TO ARTISAN LIGHTWEIGHT VENEER INSTALL GUIDE FOR FURTHER INFORMATION
7. HILLCREST THIN VENEER DESIGNED TO HAVE A DRY STACKED PATTERN
NOTES
1. WEATHER RESISTIVE BARRIER, SHEATHING AND WALL SUBSTRATE PER PROJECT Specs & LOCAL BUILDING CODE
2. CORROSION RESISTANT METAL LATH (2.5 OR 3.4 LB/FT²) SHALL COMPLY WITH ASTM C847
3. CORROSION RESISTANT SCREWS & WASHERS COMPLYING WITH ASTM C1063 OR COATED ROOFING NAILS
4. SCRATCH COAT MORTAR SHALL BE TYPE N OR S COMPLYING WITH ASTM C270
5. SETTING BED AND POINTING MORTARS SHALL BE TYPE N OR S COMPLYING WITH ASTM C270. FOR FREEZE THAW REGIONS WE RECOMMEND AMERIMIX POLYMER MODIFIED STONE VENEER MORTAR
6. PLEASE REFER TO ARTISAN LIGHTWEIGHT VENEER INSTALL GUIDE FOR FURTHER INFORMATION
7. HILLCREST THIN VENEER DESIGNED TO HAVE A DRY STACKED PATTERN
NOTES
1. WEATHER RESISTIVE BARRIER, SHEATHING AND WALL SUBSTRATE PER PROJECT SPECS & LOCAL BUILDING CODE
2. CORROSION RESISTANT METAL LATH (2.5 OR 3.4 LB/FT2) SHALL COMPLY WITH ASTM C847
3. CORROSION RESISTANT SCREWS & WASHERS COMPLYING WITH ASTM C1063 OR COATED ROOFING NAILS
4. SCRATCH COAT MORTAR SHALL BE TYPE N OR S COMPLYING WITH ASTM C270
5. SETTING BED AND POINTING MORTARS SHALL BE TYPE N OR S COMPLYING WITH ASTM C270. FOR FREEZE THAW REGIONS WE RECOMMEND AMERIMIX POLYMER MODIFIED STONE VENEER MORTAR
6. PLEASE REFER TO ARTISAN LIGHTWEIGHT VENEER INSTALL GUIDE FOR FURTHER INFORMATION
7. HILLCREST THIN VENEER DESIGNED TO HAVE A DRY STACKED PATTERN
HILLCREST THIN VENEER

NOTES
1. WEATHER RESISTIVE BARRIER, SHEATHING AND WALL SUBSTRATE PER PROJECT SPECS & LOCAL BUILDING CODE
2. CORROSION RESISTANT METAL LATH (2.5 OR 3.4 LB/FT2) SHALL COMPLY WITH ASTM C847
3. CORROSION RESISTANT SCREWS & WASHERS COMPLYING WITH ASTM C1063 OR COATED ROOFING NAILS
4. SCRATCH COAT MORTAR SHALL BE TYPE N OR S COMPLYING WITH ASTM C270
5. SETTING BED AND POINTING MORTARS SHALL BE TYPE N OR S COMPLYING WITH ASTM C270. FOR FREEZE THAW REGIONS WE RECOMMEND AMERIMIX POLYMER MODIFIED STONE VENEER MORTAR
6. PLEASE REFER TO ARTISAN LIGHTWEIGHT VENEER INSTALL GUIDE FOR FURTHER INFORMATION
7. HILLCREST THIN VENEER IS DESIGNED TO HAVE A DRY STACKED PATTERN

MORTAR SETTING BED, APPLIED TO BACK OF STONE

SCRATCH COAT

METAL LATH PROJECT SPECS

WRB (2 LAYERS) PER PROJECT SPECS