NOTES
1. WEATHER RESISTIVE BARRIER, SHEATHING AND WALL SUBSTRATE PER PROJECT SPECS & LOCAL BUILDING CODE.
2. PROVIDE ANCHORS TO SUIT DESIGN REQUIREMENTS FOR MATERIAL AND INSTALLATION REQUIREMENTS.
3. PROVIDE MORTAR TO SUIT DESIGN REQUIREMENTS FOR MATERIAL AND INSTALLATION REQUIREMENTS.
4. INSTALL WEEP HOLES IN VENEER MASONRY AT 24" O.C. MAXIMUM AT ALL REQUIRED LOCATIONS.
5. INSTALL FLASHING AT LOCATIONS SHOWN IN PLANS AND IN STRICT ACCORDANCE WITH THE DETAILS AND THE BEST MASONRY FLASHING PRACTICES.
1. Weather resistive barrier, sheathing and wall substrate per project specs & local building code.
2. Provide anchors to suit design requirements for material and installation requirements.
3. Provide mortar to suit design requirements for material and installation requirements.
4. Install weep holes in veneer masonry at 24" O.C. maximum at all required locations.
5. Install flashing at locations shown in plans and in strict accordance with the details and the best masonry flashing practices.
NOTES
1. WEATHER RESISTIVE BARRIER, SHEATHING AND WALL SUBSTRATE PER PROJECT SPECS & LOCAL BUILDING CODE
2. PROVIDE ANCHORS TO SUIT DESIGN REQUIREMENTS FOR MATERIAL AND INSTALLATION REQUIREMENTS.
3. PROVIDE MORTAR TO SUIT DESIGN REQUIREMENTS FOR MATERIAL AND INSTALLATION REQUIREMENTS.
4. INSTALL WEEP HOLES IN VENEER MASONRY AT 24" O.C. MAXIMUM AT ALL REQUIRED LOCATIONS.
5. INSTALL FLASHING AT LOCATIONS SHOWN IN PLANS AND IN STRICT ACCORDANCE WITH THE DETAILS AND THE BEST MASONRY FLASHING PRACTICES
WALL TIES. REFER TO PROJECT SPEC AND LOCAL BLING CODES

MORTAR PER PROJECT SPECS

WATERFORD STONE

NOTES
1. WEATHER RESISTIVE BARRIER, SHEATHING AND WALL SUBSTRATE PER PROJECT SPECS & LOCAL BUILDING CODE
2. PROVIDE ANCHORS TO SUIT DESIGN REQUIREMENTS FOR MATERIAL AND INSTALLATION REQUIREMENTS.
3. PROVIDE MORTAR TO SUIT DESIGN REQUIREMENTS FOR MATERIAL AND INSTALLATION REQUIREMENTS.
4. INSTALL WEEPI HLES IN VENEER MASONRY AT 24" O.C. MAXIMUM AT ALL REQUIRED LOCATIONS.
5. INSTALL FLASHING AT LOCATIONS SHOWN IN PLANS AND IN STRICT ACCORDANCE WITH THE DETAILS AND THE BEST MASONRY FLASHING PRACTICES.

BACKER ROD & SEALANT PER PROJECT SPECS AND WINDOW / DOOR MANUFACTURER
NOTES
1. WEATHER RESISTIVE BARRIER, SHEATHING AND WALL SUBSTRATE PER PROJECT SPECS & LOCAL BUILDING CODE
2. PROVIDE ANCHORS TO SUIT DESIGN REQUIREMENTS FOR MATERIAL AND INSTALLATION REQUIREMENTS.
3. PROVIDE MORTAR TO SUIT DESIGN REQUIREMENTS FOR MATERIAL AND INSTALLATION REQUIREMENTS.
4. INSTALL WEEPY HOLES IN VENEER MASONRY AT 24" O.C. MAXIMUM AT ALL REQUIRED LOCATIONS.
5. INSTALL FLASHING AT LOCATIONS SHOWN IN PLANS AND IN STRICT ACCORDANCE WITH THE DETAILS AND THE BEST MASONRY FLASHING PRACTICES

WALL TIES. REFER TO PROJECT SPEC AND LOCAL BUILDING CODES

MORTAR PER PROJECT SPECS
BACKER ROD & SEALANT PER PROJECT SPECS AND WINDOW / DOOR MANUFACTURER
CAST STONE SURROUND PER PROJECT SPECS

WATERFORD STONE
NOTES
1. WEATHER RESISTIVE BARRIER, SHEATHING AND WALL SUBSTRATE PER PROJECT SPECS & LOCAL BUILDING CODE
2. PROVIDE ANCHORS TO SUIT DESIGN REQUIREMENTS FOR MATERIAL AND INSTALLATION REQUIREMENTS.
3. PROVIDE MORTAR TO SUIT DESIGN REQUIREMENTS FOR MATERIAL AND INSTALLATION REQUIREMENTS.
4. INSTALL WEEP HOLES IN VENEER MASONRY AT 24" O.C. MAXIMUM AT ALL REQUIRED LOCATIONS.
5. INSTALL FLASHING AT LOCATIONS SHOWN IN PLANS AND IN STRICT ACCORDANCE WITH THE DETAILS AND THE BEST MASONRY FLASHING PRACTICES

WALL TIES. REFER TO PROJECT SPEC AND LOCAL BUILDING CODES

MORTAR PER PROJECT SPECS

WATERFORD STONE
NOTES
1. WEATHER RESISTIVE BARRIER, SHEATHING AND WALL SUBSTRATE PER PROJECT SPECS & LOCAL BUILDING CODE
2. PROVIDE ANCHORS TO SUIT DESIGN REQUIREMENTS FOR MATERIAL AND INSTALLATION REQUIREMENTS.
3. PROVIDE MORTAR TO SUIT DESIGN REQUIREMENTS FOR MATERIAL AND INSTALLATION REQUIREMENTS.
4. INSTALL WEEP HOLES IN VENEER MASONRY AT 24" O.C. MAXIMUM AT ALL REQUIRED LOCATIONS.
5. INSTALL FLASHING AT LOCATIONS SHOWN IN PLANS AND IN STRICT ACCORDANCE WITH THE DETAILS AND THE BEST MASONRY FLASHING PRACTICES

WALL TIES, REFER TO PROJECT SPECS AND LOCAL BUILDING CODES

BACKER ROD & SEALANT PER PROJECT SPECS AND WINDOW / DOOR MANUFACTURER

WATERFORD STONE